CERTYFIKAT

ZAKLADOWEJ KONTROLI PRODUKCJI
CERTIFICATE OF FACTORY PRODUCTION CONTROL 1450

1450 - CPD - 0023

Zgodnie z Dyrektywg 89/106/EWG Rady Wspdlnot Europejskich z dnia 21 grudnia 1988 w sprawie zblizenia
przepiséw prawnych i administracyjnych panstw cztonkowskich dotyczacych wyrobéw budowlanych (Dyrektywa o
Wyrobach Budowlanych - CPD), zmieniona Dyrektywg 93/68/EWG Rady Wspdlnot Europejskich z dnia
22 lipca 1993, stwierdza sie, ze wyréb budowlany: / In compliance with the Directive 89/106/EEC of the Council of
European Communities of 21 December 1988 on the approximation of laws, regulations and administrative provisions of the
Member States relating to the construction products (Construction Products Directive - CPD), amended by the Directive
93/68/EEC of the Council of European Communities of 22 July 1993, it has been stated that the construction product

Kominy Metalowe / Metal Chimneys
1. System wkladow kominowych kwasoodpornych, typu WK
2. System kominow dwusciennych kwasoodpornych, typu DK
3. System wktadéw kominowych zaroodpornych, typu ZWK ]
4. System kominéw dwusciennych zaroodpornych, typu ZDK
produkowany przez / produced by the manufacturer:

P.P.H.U. LUMO - BIS
ul. Lazienna 2, 62-050 Mosina

w Zakfadzie Produkcyjnym / in the factory:

P.P.H.U. LUMO - BIS
ul. Lazienna 2, 62-050 Mosina

zostat poddany przez producenta wstepnym badaniom typu. Producent wprowadzit system zaktadowej kontroli
produkcji. Jednostka notyfikowana — Instytut Nafty i Gazu w Krakowie — przeprowadzita wstepng inspekcje
zakfadu produkcyjnego i zaktadowej kontroli produkcji oraz prowadzi ciggly nadzér, ocene i akceptacje
zaktadowej kontroli produkcji. / is submitted by the manufacturer to the initial type-testing of the product and a factory
production control and that the notified body — Oil and Gas Institute in Krakow - has performed the initial inspection of the factory
and of the factory production control and performs the continuous surveillance, assessment and approval of the FPC.

Niniejszy certyfikat potwierdza spetnienie wszystkich wymagan dotyczacych oceny zaktadowej kontroli produkgji,
opisanych w: / This certificate attests that all provisions concerning the attestation of factory production control described in:

PN-EN 1856-1:2009 [EN 1856-1:2009]
PN-EN 1856-2:2009 [EN 1856-2:2009]

Niniejszy certyfikat zostat po raz pierwszy wydany w dniu 23 grudnia 2008 r. i pozostaje wazny tak dtugo, dopoki
wazna jest specyfikacja techniczna, wyréb speinia wymagania tej specyfikacji oraz nie ulegly istotnym zmianom: wyréb,
warunki i miejsce produkcji, a takze system ZKP. /This certificate was firstly issued on 23® December 2008 and remains valid as
long as the technical specification is valid, product meets the requirements of this technical specification and product, manufacturing
conditions, production place or FPC system are not modified significantly
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Zastepuje certyfikat 1450-CPD-0023 z dnia 2)-‘-172-2008 wraz zatgcznikiem Stron /p ages: 4
/ Replaces certificate No. 1450-CPD-0023 of 23-12-2008 together with annex
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sooffire resistance: ~
Odlegtosc¢ od materiatow palnych: 500 mm
minimum distance to combustible materials:
oZnakowan|e: LUMO - BIS WK PN-EN 1856-1-T450-N1-W-Vm-L50(050+080)G500
marking
2. Systemy kominéw dwusciennych kwasoodpornych, typu DK
Double-wall acid-proof, isolated chimney systems, type DK
Wymiary: DN 110/200, 120/220, 125/220, 130/220, 140/220, 150/250, 160/250, 170/250,
Size: 180/300, 200/300, 220/300, 250/350, 300/400, 350/450, 400/500, 500/600.
Gatunek materiatu (stali):
sort of material: 1.4404
Grubos$¢ materiatu: )
Thickness: 0,5mm +0,8 mm
Klasa temperatury:
temperature class: T 450
Klasa cis$nienia: N1
pressure class:
Odpornos¢ na dziatanie kondensatu: W
condensate penetration resistance:
Odpornos¢ na korozje: i
durability against corrosion:
Odporno$¢ na pozar sadzy: G
sooftfire resistance:
Odlegtos¢ od materiatow palnych: 100 m
minimum distance to combustible materials: )
R ETIE: LUMO - BIS DK PN-EN 1856-1-T450-N1-W-Vm-L50(050+080)G100
marking

Zastepuje certyfikat 1450-CPD-0023 z dnia 23-12-2008 wraz zafgcznikiem
/ Replaces certificate No. 1450-CPD-0023 of 23-12-2008 together with annex
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